
DEPLOYMENT POLE 
For Hand Held Camera 

Model HH-DEP1 
 

A Deployment Pole with adjustable fitting for use with the Submertec Hand Held 
Camera in Marine Aquariums and zoos. 

 
The lightweight pole is fitted with a clamp to fit the raised body section at the rear of 
the camera and a knurled knob makes fitting and removal quick and easy even with 
wet hands. 
 
The camera angle is adjustable through 180 degrees and fixed using a large plastic 
knob. 

 
The pole section shown measures 
1.2m (4ft) to the top of the 
camera.  
 
Alternative pole lengths can be 
supplied including a telescopic 
version that extends to 2.2m (7ft) 
 
All parts are manufactured from 
corrosion resistant materials. 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
A wide range of underwater video systems are available to suit tasks ranging from 
inspection to aquaculture – please visit our web site at www.submertec.co.uk to view 
these together with other Submertec products. 

DEPLOYMENT POLE MODEL: HH-DEP1 SPECIFICATION 
Clamp Dimension  To fit Camera Dia 58mm 
Overall length 1.2m (4ft) 
Weight  260gm (9 oz) 
Materials Stainless Steel, Brass, Plastic, GRP 
Angle Adjustment +/-90 Degrees 
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